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SymbolSymbolSymbolSymbol    ValueValueValueValue    UnitUnitUnitUnit    

BrandBrandBrandBrand    Günter & Hauer 

ModelModelModelModel    identificationidentificationidentificationidentification    EOM 975 PR

Type of oven Built-in 

Mass of the appliance M 34.5 kg 

Number of cavities 1 

Heat source per cavity (electricity or gas) Electricity 

Volume per cavity V 74 l 

Energy consumption (electricity) required to heat 
a standardised load in a cavity of an electric 
heated oven during a cycle in conventional mode 
per cavity (electric final energy) 

ECelectric cavity 0.79 kWh/cycle 

Energy consumption required to heat a standard-
ised load in a cavity of an electric heated oven 
during a cycle in fan-forced mode per cavity (elec-
tric final energy) 

ECelectric cavity 0.86 kWh/cycle 

Energy consumption required to heat a standard-
ised load in a gas-fired cavity of an oven during a 
cycle in conventional mode per cavity (gas final 
energy) 

ECgas cavity - 
MJ/cycle 
kWh/cycle (1) 

Energy consumption required to heat a standard-
ised load in a gas-fired cavity of an oven during a 
cycle in fan-forced mode per cavity (gas final en-
ergy) 

ECgas cavity - 
MJ/cycle 
kWh/cycle 

Energy Efficiency Index per cavity EEIcavity 91.9 

Energy efficiency class (2) A 

(1) 1 kWh/cycle = 3.6 MJ/cycle
(2) A+++ (highest efficiency) to D (lowest efficiency)

Tested acc. to: EN 60350-1:2016 
EN 60350-2:2018 
EN 50564:2011 


